
THRUST

BLOCK

1

2

 CUBIC YARD GRAVEL

DO NOT PLUG DRAIN HOLES

FL CONNECTION

TEE CONNECTED

TO MAIN LINE

THRUST BLOCK

VALVE BOX

D&L M8042 OR EQUAL

BASE COURSE

GROUND LINE

ASPHALT

CONCRETE COLLAR

CONCRETE COLLAR PER

STANDARD DRAWING "UTILITIES 4".

FOR NON-TRAVELED AREAS,

CONCRETE COLLAR PER

ENGINEERS DIRECTION

6" MIN

GATE VALVE

SECURE 12 GAUGE TRACER

WIRE WITH METALIC STRAP

TO HYDRANT, LEAVING TWO

FEET OF ADDITIONAL WIRE

COILED BELOW SURFACE

6" WATEROUS WB-67-250 OR MUELLER SUPER

CENTURION 250 CAST IRON HYDRANT. 5' BURY AT

A MINIMUM UNLESS OTHERWISE SPECIFIED BY

CITY ENGINEER. FINAL DETERMINATION ON

HYDRANT HEIGHT SHALL BE MADE IN THE FIELD

TO MATCH DRAWING REQUIREMENTS.

PUMPER NOZZLE

6' RED & WHITE STRIPED FIRE

HYDRANT REFLECTIVE MARKER, 3/8"

SPRING STEEL WITH REFLECTIVE

TAPE OR FIBERGLASS.

TAPE AND FIBERGLASS SHALL BE

COATED WITH AN UV PROTECTED

APPROVED BY ENGINEER

LID

1/4" - 3/8"

12"

MIN.

3" MIN.

6" MAX.

5' FROM PROPERTY

LINE OR AS DIRECTED

BY ENGINEER

MJ CONNECTION

8"

MOUNT TO BOTTOM

FLANGE WITH STEEL

SPRING

VERTICAL EDGE

5
'
 
M

I
N

6" MIN FIRE

HYDRANT

LATERAL LINE

NOTES:

1. FIRE HYDRANT DRAINS SHALL NOT BE CONNECTED TO, OR LOCATED

WITHIN, 10 FEET OF SANITARY SEWERS.  WHERE POSSIBLE, HYDRANT

DRAINS SHALL NOT BE LOCATED WITHIN 10 FEET OF STORM DRAINS.
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75 NORTH MAIN STREET

HEBER CITY, UTAH 84032

(435) 654-0757

N.T.S.

SCALE:

WATER-1
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